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FORMULAS FOR THE ELASTIC CONSTANTS OF PLATES WITH INTEGRAL
WAFFLE-LIKE STIFFENING

By Nogris F. Dow, CaariLes Lisove, and Rarea E. Husga

SUMMARY

Formulas are derived for the fifteen elastic constanis associated
with bending, stretching, twisting, and shearing of plates with
closely spaced integral ribbing in a variely of configurations
and proportions. In the derivation the plates are considered,
conceptually, as more uniform orthotropic plates somewhat on
the order of plywood. The constants, which include the effec-
tiveness of the ribs for resisiing deformations other than bending
and stretehing in their longitudinal directions, are defined in
terms of four coefficients «, B, </, and 8, and theoretical and
experimental methods for the evaluation of these coefficients are
discussed. Four of the more important elastic constanis are
predicted by these formulas and are compared with test resulis.
Good correlation is obtained. :

INTRODUCTION

Growing interest in integrally stiffened construction,
evidenced by such papers as references 1 and 2 and by the
large forging press program (ref. 3) and the chemical milling
process (ref. 4) which will provide facilities for production,
emphasizes the need for information on the structural char-
acteristics of integrally stiffened plates.

A primary requisite for the prediction of structural charac-
teristics of plates is a knowledge of their elastic constants.
In the present report, therefore, formulas are derived for
the fifteen elastic constants associated with the bending,
stretching, twisting, and shearing of plates with closely
spaced integral ribs running in one or more directions. The
ribbing patterns covered by the formulas are illustrated in
figure 1 and include those considered in reference 5. The
rib cross section is arbitrary, although special auxiliary
formulas are given for the rectangular-section rib with
circular fillets at its base.

The elastic-constant formulas derived involve four co-
efficients e, 8, &/, B for each rib which define the effectiveness
of the rib in resisting deformations other than simple bending
or stretching in its longitudinal direction. For most purposes
a reasonably accurate evaluation of these coefficients is
required. Experimental and theoretical methods of evaluat-
ing them are discussed.

As a check on the correctness of the elastic-constant
formulas, the predictions of the formulas for four of the
more important elastic constants are compared with experi-
mental data.

(c) (d)

(a) Longitudinal or transverse. (b) Longitudinal and transverse.

(c) Skewed. (d) Skewed plus longitudinal
and transverse.
Figure 1.—Ribbing configurations considered.

SYMBOLS

Plane I is defined as the plane in which NV, acts and in
which e is measured. Plane II is defined as the plane in
which N, acts and in which ¢, is measured. Plane ITI is
defined as the plane in which V., acts and in which v, is
measured. These three planes are illustrated in figure 2.

GENERAL SYMBOLS

Cuz coupling elastic constants associated with
Cey bending and stretching and defined by the
Cyz force-distortion equations (1), (2), (4), and
Cw (5), Ib™

Cu coupling elastic constants associated with

Cis bending and stretching and defined by the

Cau force-distortion equations (7), (8), (10),

Caa and (11), in.

C: coupling elastic constant associated with
twist and shear and defined by the force-
distortion equations (9) and (12), in.

D.,D, bending stiffness in z- and y-directions,

D, Dz} respectively, in-1b

ooy D twisting stiffnesses relative to z- and ¥-

directions, in-1b
E Young’s modulus of material, psi

E., E, extensional stiffnesses in 2- and y-directions,
B, E; respectively, 1b/in. .

q shear modulus of material, psi

Gey shear stiffness of plate in xy-plane, Ib/in

M., M, resultant bending-moment intensity in 2- and

y-directions, respectively, 1b

1 Supersedes recently declassified NACA RM L53E13a, “Formalas for the Elastic Constants of Plates With Integral Waffle-Like Stiffening” by Norrls F. Dow, Oharles Libove, and

Ralph E, Hubks, 1953,
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M., resultant twisting-moment intensity with re-
gard to 2- and y-directions, 1b
N, intensity of resultant normal force actingin
z-direction in plane I, Ibfin.
N, intensity of resultant normal force acting in
y-direction in plane IT, 1b/in.
Ny intensity of resultant shear force acting in z-
and y-directions in plane ITI, 1b/in.
8 coordinate, measured parallel to skewed rib,
in. :
t coordinate, measured perpendicular to skewed
rib, in. : ’
T coupling elastic constant associated with
twist and shear and defined by the force-
distortion equations (3) and (6), Ib—*

w displacement in z-direction, in.

U,V strain energy, in-1b

z coordinate, measured in longitudinal direc-
tion, in.

Y coordinate, measured in transverse direction,
in.

z coordinate, measured perpendicular to faces
of skin, in.

Yzy shear strain, with respect to z- and y-direc-
tions, of plane II1

€, € strain of plane I in z-direction and of plane IT
in y-direction, respectively

© Poisson’s ratio for material ‘

Bz, By Poisson’s ratios associated with bending in z-

and y-directions, respectively, and defined
by the force-distortion equations (1), (2),

(7), and (8)
Poisson’s ratios associated with extension in z-
we uy and y-directions, respectively, and defined
B, B2 by the force-distortion equations (4), (5),

(10), and (11)

SYMBOLS REPRESENTING DIMENSIONS

b, by z-wise and y-wise length, respectively, of
smallest repeating unit of plate, in.

b, spacing of skew ribs, equal to b;/sin 6 or
b,/cos 8, in.

bs rib spacing (measured between center lines of
parallel ribs), in.

by rib depth, H—1g, in.

d diameter of largest circle that can be insceribed
in cross section at intersection of rib and

. skin, in.

h, k distance from planes of zero strain to rib
centroids, in. .

H overall height of rib plus skin, in.

T . radius of fillet, in.’

Ry corner radius, in.

i thickness, in.

£ average or equivalent thickness, in.

6 angle of skewed ribbing, measured from the

longitudinal direction, deg

SYMBOLS USED IN EQUATIONS FOR ELASTIC CONSTANTS

a

AW:) AW’J -AW.

Ay
Lok

Iy, Iy, Iy,

by, ko, o

E'ﬂ = Z;W:) I.EW.

Ly, Cerp, XUL
Qz, Oy, Cy

[+

’ ’ ’
Xz Ay Uy

BLL) ﬁm; ﬁUL
Bz': ﬁv; ﬂl

8
B’S: ﬁ,ﬂ) ﬁll

ﬁ,

& o N
<

8 §F

constant used in equations for calcu-
lating a'yz
cross-sectional area (including fillets)
of z-wise, y-wise, and skewed ribs
(4w, includes area of two ribs),
8q in.
general symbol for 4y, A, or Ay,
constants used in equations for caleu~
l&tillg Qur and ﬁUL
cross-sectional moment of inertia of
z-wise, y-wise, or skewed ribs
about their centroids (I, is twice
the moment of inertia of a single
skew rib), in.t
dimensionless distance from middle
surface of sheet to planes I, II,
and IO, respectively,.expressed as
fractions of the overall height F
dimensionless distance from middle
surface of sheet to centroid of -
wise, y-wise, or skewed rib, ex-
pressed as a fraction of the overall
height H
constants used to locate the effective
centroid of a rib for resisting bend-
ing in its transverse direction
general symbol representing oz, ay,
or a
constants used to locate the effective
centroid of a rib for resisting
twisting
general symbol representing o'z, 'y,
or o,
constants used to define effectiveness
of a rib in resisting stretching in
its transverse direction
general symbol representing B:, By,
or B,
constants used to define effectiveness
of a rib in resisting shearing
general symbol representing 8z, 8’5,
or f's

SUBSCRIPTS

longitudinal

sheet or skin

transverse

rib (web)

indicate application to skewed, z-
wise, or y-wise ribs or directions

lower limit

upper limit

experimental
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DEFINITION OF ELASTIC CONSTANTS

If the rib spacings of integrally stiffened plates such as
those shown in figure 1 are small in comparison with the
plate width and length, it is plausible, for purposes of study-
ing overall or average behavior, to assume that the actual
plate may be replaced by an equivalent uniform orthotropic
plate. Figure 2 shows an infinitesimal element of the
equivalent plate subjected to bending moments of intensity
M, and M,, twisting moments of intensity M,,, stretching
forces of intensity N, and N, acting in planes I and II;
respectively, and shearing forces of intensity V., in plane
IIT. The locations of planes I, IT, and IIT are arbitrary.

The behavior of the element can be described by a set of
force-distortion relationships in which elastic constants
appear. Such relationships for special rectangular ortho-
tropic plates having their axes of principal stiffness parallel
and perpendicular to their edges, as considered herein, are
obtainable from reference 6. If deflections due to depth-
wise shear are assumed to be negligible as is customary in
ordinary plate theory, the following equations (egqs. (17)
to (6”) of ref. 6) are obtained:

w_ M.

5@ D.1D, M+ CN.+C,,N, ey

o'W ps M, ,

S Mg+ OV CalV, @
>w M, .
520y Dot N @®)

= — O O+ e Er @

23 rziViy i Ex Eg v

o= —Co MmOy My—22 N4 Ne ®)

z : g, NVTE,
'Yzy:zmrn'{'%vi” (6)

Ty

where % and -g%’ are the curvatures, ——azgquis the twist,
¢; and ¢, are the extensional strains in planes I and II, re-
spectively, and 7., is the shear strain in plane ITL.
According to these equations, fifteen constants are needed
to establish the force-distortion relationships—namely, two
bending stiffnesses I); and D,, a twisting stiffness D, two
stretching moduli £, and Z,, a shearing modulus &, two
Poisson’s ratios g. and g, associated with bending, two
Poisson’s ratios u’, and u’, associated with stretching, four
coupling terms C;;, Csy, Cye, and Oy, associated with bending
and stretching, and one coupling term 1" associated with
twisting and shear. Not all these constants are independent,
however; for example, as a consequence of the reciprocity
theorem for elastic structures, uy=D,p./D. and y’',=E,p’./E..
The form in which the force-distortion relationships have
just been given is not the most convenient form for some
applications, particularly for buckling calculations. For
such purposes a more suitable form is obtained when the
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Fraure 2.—Forces and moments acting on element.

first three equations are solved simultaneously for M, M,
and M, and these expressions are then used to eliminate
M,, M,, and M,, in the last three equations. The six new
force-distortion equations thus obtained are

2
M,=—D, g—;z—l-,u, %%? + CulN.+CulV, @
=—Ds (Tt T Oulet Oy, @
' oM
3

&=0Cu ?:;f% Ca g;f+g: Ewi Nv ) (10)
€y=012 a;;g ILCn b;;g gll N. } Zg: (11)

ow | N.
Ta=—20k 5.5 4G (12)

where uy=Dap/D; and py=Fopu/E;.

Of the fifteen elastic constants appearing in equations (7)
to (12), two, p; and g, were algo in the original set of force-
distortion equations. The remsining constants (D;, Dy, Dy,
By, B, G, wy, pa, Cn, Cu, Ca, Cn, and Gy) are “new.” The
algebraic relationships between the new and the original
elastic constants are given in appendix A.

METHOD OF ANALYSIS

The analysis is made for a plate with the general pattern of
ribbing shown in figure 3 (&), which includes, as special cases,
the patterns of figure 1. A typical repeating element of the
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plate is indicated by the short-dashed rectangle in figure
3 (a) and is shown three-dimensionally in figure 3 (b).

The analysis is based on the assumption that each of the
four rib segments shown in figure 3 (b) may be replaced by
three orthotropic sheets of material parallel to the skin, each
one covering the entire area b,b, and each fastened to the
skin by means of many hypothetical, perfectly rigid, infinites-
imally small bars imbedded perpendicularly through the skin
and sheets (see fig. 4). The substitute sheets are assumed to
offer no interference to one another. (The rib is understood
to include any fillet material but no part of the skin.) The
properties of the three substitute sheets are so chosen that

A %
" 2
Yo
%
T W, %H F
. - [ :
! o Rib centroids
(b) by
(a)TMost general pattern of ribbing considered. (Short-dashed lines
enclose typical element.)

(b) Three-dimensional view of typical element.
Fiaure 3.—Repeating element of plate with integral, waffle-like
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one sheet (labeled @) in fig. 4) represents only the effective-
ness of the rib in resisting stretching and bending in its
longitudinal direction, another (labeled () represents only
the effectiveness of the rib in resisting stretching and bending
in its transverse direction, and the third (labeled (®) repre-
sents only the effectiveness of the rib in resisting shearing and
twisting relative to its longitudinal and transverse directions.
(The transverse direction, as used herein, is the direction in
which #7 is measured, see fig. 3.) In order for the three
substitute sheets to accomplish their purpose, they are

-assigned the following properties:

(a) Sheet @ has a volume equal to that of the rib segment
it replaces, with its center of gravity at the same level as
that of the rib. Its stretching or compressing modulus of
elasticity in the direction of the rib is E and its modulus
transverse to the rib is zero. Its stiffness per unit width for
bending in the direction of the rib is equal to the bending
stiffness of the rib about its centroid divided by the rib
spacing (i.e., b, for a y-wise rib, b, for an z-wise rib, and b,
for a skew rib, fig. 3(a)), whereas its bending stiffness in the
direction transverse to the rib is zero. The shearing and
twisting stiffnesses and Poisson’s ratios of the sheet are
assumed to be zero.

(b) Sheet & has a volume equal to some fraction 8 of
the volume of the rib segment, with its center of gravity at
some distance «H above the middle surface of the skin.
The modulus of elasticity for stretching or compressing in

_the direction transverse to the rib is £, whereas that in the

longitudinal direction of the rib is zero. The bending, shear-
ing, and twisting stiffnesses, and Poisson’s ratios for sheet (®
are all assumed to be zero.

(c) Sheet ® has a volume equal to some fraction B’ of
the volume of the rib segment, with its center of gravity at
some distance o’H above the middle surface of the skin.
Its modulus of elasticity for shearing relative to the longi-
tudinal and transverse directions of the rib is &, whereas its
twisting stiffness relative to these two directions is zero,
as are the stretching and bending stiffnesses and Poisson’s
ratios. .

On the basis of the foregoing assumptions, the integrally
stiffened plate has been converted to a more homogeneous
plate somewhat on the order of plywood. The assumption
of rigid bars connecting the substitute sheets and the skin

stiffening.
Rk
Lo :7,«Rigid bars . ?,Orthotmpic sheets 7] R centroids—n..___ by
y ) T 7 ¥
77, 272222777 ; a}-;— aH // ///////// _
o
- - . 2724~ % |
2 1 1
|
| bs
Idealized JActual

Ficure 4—Comparison of idealized and actual rib-skin combinations.
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ig equivalent to the assumption that material lines normal
to the surface of the plate before deformation remain straight
during deformation. If it is further assumed that these lines
remain perpendiculer to the surface of the plate and that the
stresses are in the elastic range, any of the methods used for
ordinary isotropic plate analysis may be readily extended to
the present idealized structure.

For the present purpose an energy method is adopted to
determine the six forces and moments necessary to maintain

FORMULAS FOR ELASTIC CONSTANTS

In this section the formulas are presented for the calcu-
lation of the fifteen elastic constants appearing in equations
(1) to (6) and the thirteen new constants appearing in equa-
tions (7) to (12). The formulas are presented for the most
general type of plate considered, which is illustrated in
figure 3. “For plates with one or more sets of ribs omitted,
the formulas slso apply when the terms representing the
areas and moments of inertia of the omitted ribs are set

b’w O%w
[T ayz’ = 2z oy
and v,,. The equations obtained for these forces and mo-
ments in terms of the distortions are put in the form of equa-
tions (1) to (6) to yield formulas for the original elastic -
constants or in the form of equations (7) to (12) to yield
formulas for the new elastic constants.

The details of the analysis and the derivation of the elastic
constants are presented in appendix B. The formulas
obtained for these constants are presented in the following
section and the evaluation of «, 8, ', and g’ is discussed in
two succeeding sections.

- {Z,’(I,I,—If)—A.ZA,A,(E—I?,)’(E—IE,)’—AJ[Azfv@——lzs)z-l-2Af”fa@—7?.) @—AHA,L@,—A)*]}

equal to zero.
The formulas for the constants in the original force-
distortion equations (1) to (6) are as follows:

A:ZA:: I 2_ é
T (ke—F.) y,( Z.z)] (13)

the prescribed uniform deformations =—

~i

D:=EE [ T

Nl

D,=Em? [I—- Ay (f— k,)’_p,,(z—)] (14)

Do=Em (Iz—’") (15)

, _ _ (16)
Au(I:Iy'_‘Iaz) +A1Ay1;(]-fz_k1>2_A: @:_kl) [Ast@:_kI) ""2A7Is @y—k:) +A3Av@:_kl) (Zr:v_'k:)z]
{A, (LI —IH—AlA.A, (_Ia,——lc) (T~ A, 2[A,I (o) +2A“‘1' L) (o) b AL L @_7&)2] } o
E _EH z(IzIy I32)+A2A7Ix(7¢y kn)z—A:(: kn) A I @: kII) 2A I (l—ct—];a)'l“A:Az@l—kH) (T&-Et)z]
_ AT,
G,,—EHI: vy (18)
S (19)
ke I'Ztg_A'zA'@_k')z
L (20)
H IIZ:Z—A:B-A:;(I:%_E:) : -
AL, —I)+AAT,(Fe—ley) (Be—k,) + A, Ay Loy — o) (oy—Tes) +- A4, T, Fea— o) (y—Fer) —
A2L(Fy—hy) Fe—kr) + 4, 4.4, Foo—r) (By— ) (Be— ) (s —Fer) (21)
T AL L= I+ A AL () — A (o) [AL L, (e k) — 24, L (B — ) A, A, (— ) Gey— )]
ALL— I+ A AT, Ge—ler) (Fe—Fes) + A, Ay L (By—Fer) Goy—Foe) +A A L (oe—r) (By—Fenr) —
AL (k) (o) +A, A4, F—ler) y—err) Gec—Fr) (o—Fos) (22)
B LT, — IO Ao A, I (ey—ler) — A, Gey—Tere) [A s Lo Gos— o) — 241, Geo— o) +-A Ao (or—ex) (ea—ler) ]
IC A,,A,,-J::;—A,"E, A A (Zv k
1| yE A3
C’:.—=E—H_, : (23)

)
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AA—F) (k A,,A,Z,—A.zz,)
0. — _1_ E 2 I Z 3
~=Em a3, T (29)
1A iy £)
’ A4, (—F) (k A,A,.E—A,’l_c,)
C —-..1_. A' ) .A—:g
v RH? Az4, - \a Iz (25)
AL G Ry n( )
poAsAR— A A A ()
TX = — Uy =
1 Az A2
GW—‘EH‘J (26)
PRt S AL (I)
¥ A 2] Hy Az
1 2@—’5111)]
T __EH’[ T @7)

The formulas for the constants in the new equations (egs.
(7) to (12)) are as follows:

D\—EH [I, b 28)
D, =EH [I, G k):l (29)
D,—Em® (%) (30)
E—EH f}: ) 31)
E;=EH ‘}1': “(32)
G=EH(A) (33)

= e

p,=j%; (35)
011=H(k1_‘%i"@ (36)
O H[é—“ii@ @
o[ Aol o5

%=H(kn—‘£‘%‘ﬂ) (39)

Cr=H (fery—Fur) (40)

where
E Young’s modulus of material, psi
H  overall height of skin plus ribs, in

The quantities 4,, I, 4., 4,, 4,, and Az, l_c,, l::,, l?,, and
sy, In, I, I,, and I, appearing in equations (13) to (40) are
defined by the following equations:

Ap=AA,—A} (41)
I3=IA+A4,4.4,G.—F) F~F) (42)

b
A, 1 tg, Awfb By AWN/ AW‘/ b, (cos‘ 0+ B, sin* 64

i—2H' H '
ﬁ‘li 5111000820) 43)
Aw by Aw b Awfbs/ .

AV=1__1_ z't_g"l‘B: Tg er Ig =4 TE-/ <5m40+ﬁ: cost 0+

Be— 1+ sin® 46 cos 0) (44)
b,
A,—l _’_‘ o %""+AWE'Z/ (sin’ﬂ cos? 04-8, sin®4 cos® §—
B.H_ smﬂcos’l?) (45)
1 Aw]fby 1 AwJb: ,

Ao B B v ot

AW,/ 3

In? 2 b, 2 4 2
T gin?@ cos?9-+B, sin?@ cos 0—I—ﬁ.—h—+7)cos 20]

- A [by Awfs A 2
T o S g (e

: r 7 2 In? 2 :l
Bscty sINA0}+B',as s sin®@ cos 0) 47

- r AW b AW b AW b
e e o,

Bsc, costf4-p5ey T + sin?g cosFB)] 48

— Aw Jbe = .
=£_ [WTj/ (kw, 8in*4 cos?f--B,a, 8in®d cos*6—

[ 1—_|2_‘-L sin®6 cos’@)] (495
’ WS/ v o ’ 1 AWv/b
AW'/ : [-IEW, sin*g cos?0-+B,c, 8IN*G cas*o4
r 1 2
ﬁ Q' g :?'m co8 20]} (50)
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L/t Infby | Tnbs
Ba—@\7) T 77 T o'ty

A""/ (v, —F:)"+6, ""j

L=

LEES T+

(a,—k,) +
AW‘/ b,

[(IcW, k,) c08*0-+8, (e, —k;)” sin* 6+
B, (a —k)? —sm”ﬁ cos’ﬁ)] (51)

Iwa Ly, Jb,
jZ A -

% +A“"/ -

1 t5\?
120—H \H,

WJ bﬂ (a=

=

i
m40+1_1#,—ﬁ &)+

(ka—’;") 2+
Aw'/b

I:(kW, E ) sin40+, (e, —E,)* cos*o4-
Bu(e’—k)’ T+, sln20 cos’ﬁ)] (52)

ts 3 \ IW,/ ]

12(0—4?) (Z? TS
AW,/b

I,= tS (—) +

sin?g cos’a—l-

I:(lcw —k ) sin3 cos?0+8,(c,—k,)’ sin?g cos?6—
8 (o' —F,)° s sm20 cos’l)):lx (53)

/b 5
sin?g cos’G—l—l—_’_——H— (E_-y)

7 _ T )\2 ;2 AWJ’
(az—lcﬂ’)_*-ﬁil_l_ H

(e (B)+ 5

g’ _2_AW’/ ‘
1+ H
AW,/b:

Ll -/

(a v_k:v) +

{ (kw,—%=)” 8in®g cos?6-+

Bi(ar—ly)*sin?6 cos* 0+’ (o's— ) [2(11T#) 008’20]}

(54)
where
bz, by, b, the spacing of the z-wise, y-wise, and skew 1ibs,
respectively, in
0 the angle of skew of the ribbing, deg
H the overall height of skin plus ribs, in.
is the thickness of the skin, in.
m Poisson’s ratio for material

Equations (43) to (54) contain the quantities Ay, Aw,,
and A'W', kW‘, -I-C-Wy, Zw., and IW,) IW and IW which deﬁne
the areas, locations of centroids, a.n<f moments of inertia of
the ribs. For rectangular ribs w1th circular fillets, as shown
in figure 4, these quantities are given by the equations

o (o (@Yot o0
Aw/ b’={ [1 0429( ):I ts | o, t': (56)

913

A';'Z/b'—z{ -—-I:l 0429( )(tw,>:| ts | o, t‘." (57)

(Bq. (57) contains a factor 2 to account for the fact that
there are two ribs in the skewed direction—one at an angle
+6 to the z-direction and the other at an angle —6 to the
z~direction.)

~ 1 [ ts\? ts\* b 8
Ly _5(1 z7) +0-006 )( )(ﬁ) bs"l'z'H
H (58)

elﬂ-
Rl

A s\ |ru ey 12
Ly 5(1-5) +o 096 )(H) Lt
H (59)

= 2 [1 tw, b5, 1 s
"W8=AW,/b _5(1 )( 1% 5tsm

{12< +(- )(;__z,,, +
N
(B v
o (2 (1)t o ()
o (ETYEE
o) 96 5
oo (2 () o2 )
T

The values of ki, kx, and kur depend upon the locations of
the centroids of the forces N, NV,, and N,,, respectively, im-
posed upon the plate element. (See fig. 2. ) For the impor-
tant case in which V; acts in such a plane that it produces

) +0. 096

IW,/b

(61)

no curvatbure % and N, acts in such a plane that it produces

no curvature 911—0: C:: and C,, must equal zero (see eqs. 1 and

2) and, therefore,

A A=At 1A A —F)
1 Z,’

(649
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A4 Jc,,— A et A Ale— T The average or equivalent thickness of integrally stiffened
Fn 2t (65) plates having rectangular ribs with circular fillets in the
¢ various configurations considered herein may be calculated
Similarly, for the case in which N, acts in such a plane that | from the following formulas: For simple longitudinal or
>%w ) transverse ribbing (fig. 1(a)),
it produces no twist 32 37 T must equal zero and, therefore,
. H b, tw LAY
Ay (66) t 1 P\ VI i €AY 67
e ' H- Hb,
If N, and NV, do act in such planes that they produce ists
o*w *w . or
curvatures 52 and El the actual locations of the forces ty
(planes I and II) must be known if constants (such as E., )( ) —0. 429( (68)
'z, etc.) which depend upon the locations of the applied
forces are to be evaluated. : ts ts

For combined longitudinal and transverse ribbing (fig. 1(b)) having a corner radius Ry >ry and with ry, blending

T 8 ) (B Om{@( ()

2[(—"") +{z ‘(’“’ w) e TR )}
tS t ts ts tbS tS ) (69)
ts ts s

For the special square pattern of longitudinal and transverse ribbing having tW =ty and rw,=ry,, equutlon (69)

reduces to 1[@;2J—M$ X}QQ%'){ [ }ﬂﬁQ —~0.351 ]} (69a)

HG)
For skewed ribbing (fig. 1(c)), again for Ry >ry,

) (R >’J—;*2§.> Yl wmiton ]}
ls

For 45° skewed ribbing, equation (70) reduces to the form equivalent to (69a); thus,

_.1>|:<I;_; t;:. o, >’] 0.429 )—o 429 ———0 3517 :l} 00

tS tS
For combined skewed ribbing and transverse (or longitudinal) ribbing in & pattern of triangles, again for Ry >y,

){ s cse 2642 [x—(1-csc 6)? tan 6] (R ) }

ts

7 0429[ ( )( )csc20+(t ) )seca
. L 3 =}
H —’ c 20
z:.g i) ¢
90— 90— Tw, TW 270—0\"w, 90-}-6 Tw,
& ( >+() ( ) %u m)n+%ﬁ

tg(— cse 20
(71)
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For the special equilateral triangle pattern having ty =ty =ty and ry,=ry, —rw, as considered in reference 7, equation

(71) reduces to

: ——1)[ ——15— 3,56 >’]——0429(’;L;'){ [( 15— —1. 186— 0.406 ]}

(718)
5@
For combined longitudinal and transverse and skewed ribbing as illustrated in figure 3(a), for RWZrW_as before,
t s tW bv tW: tW: "
){ [_—_ I )(ts 75 00T, M)t
t
(b" tw, esc ) b, ', Ty ta.nﬁ):l—l—z {27—[(1—!—330 6)*+(1-}+-csc 6)%] }(R )
3 ts g is t,g ig
2 e 5.5, =t
tS tﬂ tS _
2 t
—0.4:29{(ZE LI = cot 0+ )( = ton a)-[-
ts s g
2
() eca..__[cowmt{go e85 e}p}
. s _L
T 5 ' .
ts ts tg
0. 858{( L 90— ">+( )(cot 6+cot {90—0} -+cot —I—cot{go i })—
S
= ()
(e } o m{( o)) T
= 55, = (72)
Totsls

and, finally, for the special case of combined longitudinal and transverse and skewed ribbing illustrated in figure 1(d)

htwmg tW '—tW =l o 7w,

tw\?
—) —10.82
ts

=ry,=rw, and b,;=b,=1 4146., equation (72) reduces to

)?]——0429< ) [4828

T -——10 75 &—V—l 404 7%
ts_|

EVALUATION OF « AND gt
EXPERIMENTAL EVALUATION

The coefficients «, 8, o, and 8’ occurring in the equations
for the elastic constants express the effectiveness of a rib for
resisting deformations other than bending and stretching in
its Jongitudinal direction. For the evaluation of « and g for
8 given set of ribs (longitudinal, transverse, or skewed) prob-
ably sufficient accuracy will be achieved from a direct experi-
mental measurement with a simple model having one set of
ribs with cross section and spacing that duplicate those of
the ribs for which the coeflicients @ and g are being sought
and with o value of ¢5 equal to that of the actual plate. -

A double specimen of the type shown on the right-hand
side of figure 5 may first be used to evaluate 8 through a
tension. test and, then, one-half of the specimen may be used
to evaluate « through a bending test, as illustrated on the
left-hand side of figure 5. The use of & double specimen for
the stretching test is suggested because the symmetry will
eliminate localized bending of the skin between ribs and facil-

{B8ubsequont work has shown that the approximation 873748’ {s adequatse for all practical
purposes (sco ref, §),

w (%)

(72a)

itate the measurement of overall strain. Because of the pre-
vention of localized bending, the value of 8 should be some-
what higher than that which would be obtained by stretching
8 single specimen like the one on the left-hand side of figure 5.
However, such an overestimate of 8 may be desirable if the
actual plate has ribs in more than one direction, because then
the localized curvatures associated with one set of ribs will
tend to be reduced by the presence of the other ribs.

The length-width ratio of the specimen should be great
enough so that any end grips or heavy end sections will offer
negligible resistance to transverse contraction in the stretch-
ing test and to the development of transverse curvature in
the bending test. Furthermore, the width of the specimen
should be sufficiently large compared with the rib spacing so
that the percentage of the specimen subject to shear-lag
effects ariging at the rib ends is small.

The use of these tests for the evaluation of « and 8 are now
described in detail. For ease in discussion, the ribs for which
o and B are being sought are assumed to be oriented in the
y-direction as shown in figure 5. After the values of &, and
B, have been determined, however, the subscript ¥ should
be changed to z or 8 if, in the actual plate, the ribs under
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consideration are oriented in the longitudinal or skew
direction of the plate.
The conditions of the stretching test illustrated in the

‘4

Zw

2
o

Fiqurs 5.—Specimens for evaluation of « and 8.

2|
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. . *w  d%w .
right-hand side of figure 5 are W=-5y_’=N"_O' Substi-

tuting these conditions in equation (10) and making use of
equations (31), (41), (43), (44), and (45) gives

Ne_p
€z
_gg A
=EH A,
AA,—A,
TEE,
1 g AW,/ bs 1 i va/ bs __( b ts\?
B (1-;33* —H )(1—,;5" H ) -2 H
=REH
1 tg,Aw[b:
1—-wH' H
(73)
Solving for B, gives
1 AWy/b’
p— L N, i 7 H 74
" Av, b EHe H| 15 AwJh: |
o gt )
Aw,[b:

where, for rectangular ribs with circular fillets, —— 18 as

given by equation (56). If the value obtained in the stretch-
ing test is used for N,;/EHe, in the right-hand side of equation
(74), an experimental value of 8,, or B, ., is obtained (e
is the z-wise strain averaged over at least one multiple of 5.).
The conditions of the bending test illustrated in the left-
hand side of figure 5 are N,=N,=M,=0. Substituting these
conditions in equation (1) and making use of equations (13),
(19), (42), (47), (49), (51), and (53) gives

dw_ M, M, 1
°* D. EE

— (75)
AjBA. — 12
I‘———Zla (ee—Te) sz (Z—.’)

where

=1 s\, 1 s Aw,[b: -
=1i—m (ﬁ tiag B A —F— (—F)? |

A (b2
712:=j¢‘: By '%

T,’
T A —AAR?

-T;a": I, ,Z,’——A,A,A,EIE, J/
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Solving for «; gives

917

~

I'2 Ayﬂ .'2_

LAk A

(B0

B (I yZ:2~ -AngsJEvz) -1 :.Zsa:l 1, s __'s—?% (I vZf—A:ArEv

Aw,/b=)] VAP —APAK ’kf )
it as

P) ’)}
_a:f

o

aﬂ=

A[u A2

where, as before, for rectangular ribs with circular fillets,
AWul b,
H

is as given by equation (56).

Substituting for M./ EEP S the value obtained in the bend-

ing test, and for 8, the value obtained from equation (74)
permits equation (77) to yield an experimental value of

ay (%is the z-wise curvature averaged over at least one

multiple of b,) The quantities A3, A,, Ay, As, By I, I

are obtained from equations (41), (43), (44), (45), (48), (52),
and (53), respectively, with Ay =Aw,=Iy,=Iy,=0; thus,

A=A, A,—A,
A, Ay [b A, Aw[b: t
A,=—+B, ‘;}J Au—” + Wé/ As—li‘”,ﬁ
- 1 Ay, [b: - - (78)
kv=;4:, é’ ka
1L kakuA: K 152
== Foaes <H> )

where EW, is as given by equation (59).
THEORETICAL EVALUATION

Accurate theoretical analysis of the situations depicted in
figure 5 is difficult. However, it is possible to obtain values
of « and B that underestimate or overestimate the stiffness
of the specimens. An underestimate is obviously obtained
by assuming no part of the rib to be effective in resisting
transverse stretching or bending in a direction transverse to
itself. A lower limit-value of g is, therefors,

B=Br=0 (79)
When g is taken as zero, the value of « is immaterial.
An overestimate is obtained by analyzing the two speci-

AW'/bz)] (U2 A ) — AT (+7%)

(77

mens shown in figure 5 for their small deformations under the
assumption that plane sections perpendicular to the skin and
perpendicular or parallel to the direction of ribbing remain
plane. The results of such an analysis of the two situations
illustrated in figure 5 are as follows:

For the double specimen on the right-hand side of figure 5,

N: ts/H
EHe (1., ts +— :}b‘ (80)
+2(3)
For the single specimen on the left-hand side of figure 5,
M. _ 1
3l w-af(B)E) @
e

where I, g, and f are geometric properties of segments of
length b, of the cross sections shown. The symbol I rep-
resents the moment of inertia of such a segment about its
centroid, g is the integral, taken in the z-direction, of the
reciprocal of the local thickness measured in the z-direction,
and ¥ is {5? times a similar integral of the cube of the reciprocal
of the local thickness. When the ribs are rectangular with
circular fillets, these quantatles are given by the following

formulas:
1 ts H(AWJb) is
Ijb: 1 (t\? g 3HTY, ( ﬁ""

B 12\H/"H <AW Jb)
1s H
1t H{Aw/b\(1ts = \T
IW,/b /b 1t ¥z ( Vi >(§H+k"’u)
+ E-HCW z (AWH,/ b:)+1

(82)
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t
g=%—-—§"—"—2 _,+_ St (83)
s '8
bz tWy tW 4

where g’ and f” are functions of the ratio of fillet radius to
skin thickness given by the equations

1 L 1
g'=4 rw ' ts (s )
1+2— —{—=+2
T tg Tw 7'W+

{tan“-‘/ 1+2 %"} —r (85)
, 1
b 247 24—+
a7 ot
6 <1+ ‘ .
tan™! \/ 1+2 L4 (86)
7 [1427% T
4f
W'j is as given by equation (62).
The values of N,/EHe, and M,./EH 22;2 obtained from

equations (80) and (81) may be thought of as experimental
results and they may therefore be substituted in equations
(74) and (77) to obtain values of 8y and ayy correspondmg to
an overestimate of the stiffness of the specimen.

Alower overestimate of stiffness can be obtained by analyz-
ing, on the basis that plane sections remain plane, the single
specimen on the left-hand side of figure 5 for both N {EHe,
and M./EE 3% and thus including the localized bending
that occurs during stretching. Besides being more conserva-
tive, the resulting values of ayz and By;, would also be more
appropriate if, in the actusl plate under consideration, there
were really only one set of ribs. An upper-limit analysis
conducted entirely on the specimen on the left-hand side of
figure 5 would yield the following expression to be used in
Place of equation (80):

N. o/
1 {
e 12(1"“”(% 41} bi'

- @7
AWbe
()
where b is #g times the integral, taken over a length b, in the

2-direction, of the square of the reciprocal of the local thick-
ness. For circular-filleted rectangular-section ribbing,

E -l—h' (8%)
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where 4’ is given by the equation:

2 1 ”
K=——{ 142 —_— m—11/1+2i (89)
fs | s (s s
2 Tw (TW+2>

Tw

Equation (81) would still be used for M,/EED 9%,2

EVALUATION OF &' AND g't

The coefficients o’ and 8/, which define the effectiveness of
& rib in resisting twisting and shearing relative to its longi-
tudinal and transverse directions, are not as readily measured
experimentally nor as readily bounded by an upper limit as
a and B, although, of course, a lower-limit stiffness is ob-
tained by equating 8’ to zero.

An approximate evaluation of o’ and 8’ may be made by
assumihg that the same volume of rib material resists shear
as resists transverse stretching, that is,

ﬁlr':ﬁr (90)

and then by determining from computations where this
material must be placed (as measured by «’) in order to give
the proper torsional stiffness as determined with the aid of
reference 9. The computation of a’ is now described in
detail.

Consider an element, like the one on the left-hand side of
figure 5, having only y-wise ribbing and subjected to a pure
M., loading. From equations (3), (15), and (54) the value of
o’y can be obtained in terms of the measured or computed

ratio M., / % 28 follows:

M,
o*w =D
oz Oy
—; BRI,
=l 1 tg 3. 2 tg 7.
P (H‘ tipag &
) 2 Amfh
where
A, [b:
Zn—ﬁ_ﬂ;_» (92)
ts , ., 4w /bz
E'f-ﬁ

Solving for o', gives

o A1 L H My, 1 (g
*r 2< Ay b s || EH® 0w 6\H
Sv—gr 2(1+7) oz Oy

{A comprehensive evaluation of « and 8’ is now avaflable in references 8.

a] (93)
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EH* dw
3(+Fn) oz Oy

The value of the ratio M,,/ ——— to be inserted in

equation (93) can, in the absence of test data, be derived by

an adaptation of the method used in reference 9 for com-
puting the torsional stiffness of I-beams and H-beams, which
gives

e e HORICIOIC)
o

0.105 (
(94)

where d is the diameter of the largest circle which can be
inscribed in the cross section at the junction of the rib and
skin and can be computed from the formula

() + 2 (i E)
Z lg <tg "4 g 95)

The constant @ in the last term of equation (94) depends on
tw,Jts and 7 fts. The value of a is obtainable from figure 7

t Tw
of reference 9 or, when %’20.61—0.23 (t—” ) from the
'8 'S

following formula:

Tw .
2=0.0944-0.070 -t—’ (96)
'S -

The meanings of the various terms within the parentheses
of equation (94) are apparent: %(g)a represents the con-
tribution of the skin, considered as an infinite plate, to the
twisting stiffness of the waffle; %(1 )( ) ( ) (t‘g
is similarly representative of the twisting stiffness of the rib;
the term with —0. 105( ) corrects for the fact that the rib

is actually not infinitely deep; and the term with a(—t[—i)
8
represents the additional stiffness due to the fillets. The

2b
value 0.105 is based on the assumption that ; W’22.3; for
Py

values of 2by, [ti, less than 2.3, the number 0.105 should be

replaced by the number obtainable in fizure 3 of reference 9
with the abscissa label b/n replaced by the label 2by [t .

COMPARISON OF CALCULATED AND EXPERIMENTALLY
MEASURED VALUES OF ELASTIC CONSTANTS

Asa partial checkon the theory, experimental measurements
were made of the stretching stiffness E;, bending stiffness
D,, shearing stiffness Gy, and twisting stiffness D., of plates
with integral ribs running either longitudinally or trans-

368555—56——b59
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versely (fig. 1(a)) or skewed (figz. 1 (c)). The procedures
used for the measurement of D, and D., were essentially the
same as those described in reference 6 for sandwich plates.
The measurements of E; and @, were made with long-gage-
length resistance-type wire strain gages mounted in the four
corners (or diagonally on the four sides) of square-tube com-
pression or torsion specimens similar to the square tubes of
reference 5. The compression specimens were tested in the
1,200,000-pound-capacity testing machine and the torsion
specimens in the combined load testing machine of the
Langley structures research laboratory.

The experimental values obtained for the stiffnesses are
indicated by the circles in figures 6 and 7. In figure 6 the
stiffnesses are plotted against the angle of skew of the ribbing
(with #=0° and §=90° corresponding to purely longitudinal
and purely transverse ribbing, respectively) for plates having
nominally the same weight. In figure 7, for & given angle of
skew (9=45°), the variation of the elastic constants with
skin thickness is plotted. The relatively large scatter in the
test data is due to the fact that the plates used were sand
cagtings and, hence, had appreciable variations in thicknesses
from one specimen to another and also within each specimen.

For comparison, theoretical values of the four elastic
constants were computed from equations (31), (13), (33), and

1200

-,

£, kips/in,

Gy, kips/in.

Fiqure 6.—Calculated and experimentally measured elastic constants
for plates with integral, waflle-like stiffening skewed at angles of
+6 to the longitudinal direction, having bp=0.2 1 1n E=10.7X10 ksi,

#=0.32, and having the following proportions: —=4 -b—"-'—2 brr =2;
in addition, for §=0° or 90°, %71—04 and for 0°<0<90° PE—O.Z
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TABLE I.

VALUES OF q, o', 8, AND g’ USED IN THE CALCULATION

OF THE ELASTIC CONSTANTS FOR COMPARISON WITH
EXPERIMENTAL MEASUREMENTS OF E,, G, D., AND D,,

2400 12r
8_
< 1600 2
o =
2 il
o S
800 4
1 1 ! 1] 1
o) 0
12
8_
g 8
-
2 il
- N
Q,'l X
S LL
1 ] 1 ) I | 1l H | | | | I | ]
0 4 8 O 4 8
by L4
7s s

Fiaumre 7.—Calculated and exi)erimentally measured elastic constants
for plates having integral, waffie-like stiffening skewed at angles of

£ 45° to the longitudinal direction and having%g =2, E—‘;:’ =2, %—:=0.2,
by=0.2 in., E=10.7%10% ksi, and p=0.32.

(15) and are plotted in figures 6 and 7. The lowest curve in
each graph is obtained from the lower-limit assumption,
B=0; the highest curve gives calculated upper-limit values
based on the use of equations (80) and (81) in calculating
agr and Bpz; the middle (dashed) curve shows the results
obtainable by using for « and B values determined experi-
mentally on specimens like those in figure 5. In each case it
was assumed that g’=8, and o’ was computed from equa-
tions (93) and (94). Table I summarizes the upper-limit and
experimental values of « and 8 used for these calculations.

In general, figures 6 and 7 indicate that the agreement
between calculation and experiment is within the experi-
mental scatter, with the calculations based on the values
ezp 80d B, giving the best results. ‘

CONCLUDING REMARKS

On the basis of an idealization of integrally stiffened plates
to more uniform plates resembling plywood, formulas have

bwlts | @ap | aun | opep, | @pempy, | Beas | Bui
bir/bs=0.2
(a)

o1 0.24 | 0.25 0. 45 0. 25 0.20 | 0. 53
2 .17 .15 .33 .24 .23 . 45
4 .12 . 085 .43 .31 .14 .29
8 .004 | .046 .53 .43 .12 .19

bwlb3=0.4
®» .
4 SRR I 1 77 0. 44 ——- | 014

» These values (computed from eqs. (74), (77), (80), (81), (93), and
(94)) were used for caloulating constants for all configurations given
in figures 6 and 7 except those for which 6=0° and 6=90° (one-way
stiffening).

b These values (computed from eqs. (74), (77), (81), (87), (83}, and
(94)) were used for calculating constants for configurations of figure 0
having 6=0° and 6=90°.

been derived for the elastic constants of the plates with
integral ribbing in one or more directions. Two sets of
elastic-constant formulas have been given, based on two
different forms of the force-distortion equations. )

. The formulas for the elastic constants involve four co-
efficients «, 8, ¢/, and 8’ for each rib which define the effec-
tiveness of the rib in resisting stretching and bending in ils
transverse direction, horizontal shearing, and twisting.
Experimental means of determining these coefficients are
discussed, as are theoretical methods of obtaining values
corresponding to lower-limit or upper-limit assumptions
regarding the stiffness of the plate.

The predictions of the formulas for four of the elastic
constants are compared with experiment and good correla-
tion is obtained when experimentally determined values (or,
in most cases, upper-limit values) of « and 8 are used in the
formulas for the elastic constants. Despite experimental
scatter, the calculations and experiments agree, in general,
both in magnitude and in regard to trends resulting from
variation in angle of skew of ribbing or in skin thickness.

LANGLEY AERONAUTICAL LLABORATORY,
NaTIONAL ADVISORY COMMITTEE FOR ABRONAUTIOS,
LancrLEY Fixwp, Va., May 26, 1953.



APPENDIX A

RELATIONSHIPS BETWEEN NEW AND ORIGINAL ELASTIC- CONSTANTS

The relationships between the new and original elastic constants are as follows:

D.

i (a1
D2=1___D;¢'u, Dy=D;3(1— pzty) T (42)
Dk=1_)§g D=2D; (43)
E L \
1= D: Dy ]
1—E [0” (1‘—I-‘z#v (Gt G+ Cre (1—##‘:) Cotrela) . (A9)
6711'—-[&021 021_'/‘ Cu
1+El{0u (1—#znu)]+ N D2(1'—:‘x,"v):|} /
Ea= Ly |
2 D: Di
=8| 0 (7,) Gt mOa)+ O (5555) ot | g 9
==
Cia— #zom Cos—pyCha
1+E2{012 D (1_#2#”)]—}_ (1-#:#5')]} /
C=1=p, @ % D106 (48
—_— D: D”
On=Cx (1—usﬂu>+“’0” 1"“#") (A7)
. 011_‘#5021
O 1(1—pzpy)
D, \ . ¢ Cu=uCn |
Cu=Ca 1=, ) T 4L 1—;::#;;) Sl X -
— D, D, -___021—“"0“
On=p;C:x (——l—yzp,)-'-ow (1_ ﬂzl-‘ﬂ) Cr= 2 (1—pzus) 49
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Cy=—DaT T;—% (A11)
m=p'rt . - W |
woB O D) Gt O+ (12 )(0,,+y,03)]+E [On( ) Ot O+ O3 Do) Gt s G |

18| 0n (12) Ot w0+ 0m (1 (ay,+p @] |
p = PI—E‘{O 01?1 #ni”) 0?1—:5: )]}
wmd{ o [ e 5:0—“;051)]} o
| (A12)
pa=nvt A
W E[G,,,(l D. )(0,,+p,0,,)+0 ( )(C’,,,+p,0,,):|+E [an(f—— (Corrb 12y Oid+ O (222 ) (Ot b 0::)]
1, G (52 ) Gt 1O+ Ca (F22) Cort s | !

_ Cu #0 Pval
o - E{Om Di(1—psp )+ ”[Da(l #xu)]}

° 1+8:{ Ou e 1O | prtite ) =l

(A1J3)



APPENDIX B

DERIVATION OF FORMULAS FOR ELASTIC CONSTANTS

The basic assumptions of the analysis have already been
described. In the derivations that follow, where the word
“rib” is used, it means one of the substitute sheets, depend-
ing on which property of the rib is under consideration.
Separate derivations are given for the constants associated
avith bending and stretching and those associated with twist-
ing and shear.

CONSTANTS ASSOCIATED WITH BENDING AND S8TRETCHING

In the derivation of the formulas for the elastic constants
associated with bending and stretching, an element of the
integrally stiffened plate will be considered; the element has
the average prescribed curvatures % and %Z—l; and the strains
¢: (measured in some arbitrary plane which will be referred
to as plane I) and ¢, (measured in some other arbitrary plane
which will be referred to as plane IT). The development of
these prescribed deformations requires the application of
moments of intensity J,; and M, and forces of intensity N,
(acting in plane I) and NV, (acting id plane II). These mo-
ments and forces and the locations of planes I and II are
shown in figure 8.

If the strains are assumed to vary linearly through the
thickness of the element, two horizontal planes can be found

2 2,
(in terms of 3%, e, %}", and ¢ ) in which the z-wise strain
and y-wise strain, respectively, are zero. These planes are
indicated in figure 9.

Straing of components of plate,—The longitudinal exten-
sional strains of the ribs measured at their cross-sectional
centroids can be written in terms of the curvatures and the
distance between the rib centroids and the planes of zero
extensional strains. The strains of the z-wise, y-wise, and

Ayt

———ee—— Plonel
Plone I

Fraure 8.—Forces and moments considered for analysis of bending
and stretching.

skewed ribs are, respectively,

€, L=ha g—:zf (Bl)
ﬁy:la:ka %’i (Bz)
GTV.L=h1 % cos? B—I-kl %‘D sin® 4 (B3)

where the subscript L denotes longitudinal direction of a rib,
the subscript z the z-wise rib, the subseript y the y-wise rib,
and the subscript s the skew rib. The distances hs, ks, by,
and %, are shown in figure 9.

The transverse strains of the ribs are as follows:

e, =—(ha— ) 22 (B5)
e =) S5 sint 0 (hi—H) 32 cos* 0 (BO)

The extensional strains of the sheet midplane in terms of
the curvatures are

o%w
e, =—h3= ®B7)
a5, =—hs %;‘—" ®9)

The curvatures % and % of the element are also the cur-

zw
- i
= ,—-f.‘l’z
A — = A '//’.bx
[} .
/;i.g”! / = H /
2
3 5

-———= Plane of zero x-wise strain
———— Piane of zero y-wise strain
] Rib centroids
Fi1gurE 9.—Dimensions for analysis of bending and stretching.
923
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vatures of the z-wise and y-wise ribs, respectively. The
curvature of the skew ribs is

Q% dw .. dw .,

Fs;—ﬁ' co8 B_FXZIT sim* g (BQ)

The horizontal shear strain in one of the skew ribs, relative
to the longitudinal and transverse directions of the rib, can
be written in terms of the z-wise and y-wise strains at the
same level, which in turn are determined by the z-wise and
y~wise curvatures; thus,

Ty, =2 ~(ha—a ) R oD %] sinfeoss  (B1O)

The z-wise and y-wise ribs have no shear strain.

Expressions for the dimensions ki, ks, Rs, k1, ks, and k;.—In
the derivation of equations (B1) to (B8) and of equation
(B10), the assumption was made that the strains varied
linearly from the planes of zero strain. On the basis of the
same assumption, expressions are written for the strains in
planes I and IT—the planes in which N, and N, act and in
which ¢, and ¢, are measured. These expressions are

o*w
er=—(ha—Fe:H) Py B11)
6= — (ks —FeccED) -g%" B12)
from which
. €
hq_kIH—_aE (B13)
or?
4
kj:kﬂH—E (B].4)
o

By geometry the dimensions ki, hs;, ki, and ks may be
written

b=l H~hy B15)
ho=Few H—ha. ®B16)
bi=kw H—k; B17)
k=T H—Fs ®B18)

where I?W,H, EW,H, I?W,H locate the centroidal axes of the
ribs from the center line of the sheet. Substituting for Ag

and k; from equations (B13) and (14) gives

h1= (zw,—‘k1> H'l'“a—e‘;—o (Blg)
22
EEs

k= (Fw,—kn) H+3e ®B21)
o .

b= (Fr,— k) B335 ®22)

T

Evaluation of strain energy.—The total strain energy of
the element of the integrally stiffened plate can be written as
the sum of the strain energies of its component parts; thus

o, 5,
V=%J; GW’LgEAW:dx'*-%j; &y, BAw,dy+

1 b seed 1 b,

5[ e A dat [ ome B dot

1% 2 1 b,8000 2
'é‘j; “yp EﬁrAWydy”i"z‘J; W EB'AW:ds+

1 (8000 2r1ar 1% (% N
‘-?’"I; Tw, Gﬁ ’Aw'ds“l—zﬂ J; (egz +€5’2+2#53:6‘q’)

E 1 (%= /2*w\? 1 (% *w\?

s, G mmaey ) [(G2) +(50) +

dwdw] E i
235 o | T s

(B23)

In equation (B23) the first three terms give the energy of
extension of the ribs in their longitudinal directions, the
second three terms the energy of extension of the ribs in their
transverse directions, the seventh term the energy associated
with the shearing of the ribs, and the eighth term the energy
of extension of the skin. The next three terms give the
energy of bending of the ribs, and the final term gives the
energy of bending of the skin.

Carrying out the integrations of equation (B23), dividing
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by b:b, to reduce the result to strain energy per unit ares, and substituting the previously derived expressions for the
distortions &, €w,, and so forth gives

v

bby

Ef 1, Ay, 4w A ' o , A, /.
=3 (I:T—_,u.i ts bT: +6y b’:”f b‘:" cos* §+8, sint g+5, 1_‘?_# 8 cos? 0)] &2 [1%#2 ts—l-TT (sm’z 6 cos® -}

B:sin?fcos?9—p’, Ty. sin? 6 cos 0)] e,e,+2{ 5 1g (kIH)—I-—(kW kI) H-{-—ﬁ, ’( ay— [(kw —ky) H cost 8-

Bs (ay—ky) H sin* 645, (o ,-—IcI)H e sm 6 cos? )]} bz,+2{ e tg (Ian)—I- [(kw, —ku) H sin® 9 cos® 64
Aw. A
Bs (cv—krr) H sin? 6 cos? 9—g’, (os—kn) H( ———s8in? 4 cos 0)]} & %U-l—[l%#, ts+B: %+—%’—I—

&2 ts (kIH)+ (kW, ky) H sin?6 cos?0+8, (a,—ky) H sin?f cos? §—

Aw
—b— sin* 648, cos? 0—l—ﬁ’

By (ofs—h) H(—sm’acos 0)]} 4 x,+2{ . ts (euED) 15, 2 = (o ) H '(k,,, —kg) H+

[(LW —kn) H sin* 04, (es—kx) H cost 85, (o’ +—km) H <1+ sin? § cos 0)]} +{12 = ts*+

Iy, I
o cost 0T ts (uED

,;" : (I?Ws—kI)’H’—I-ﬁ, b“'- (a,—kl)ﬂﬂuri [(I?W.—Icl)”H’ cost 048, (cts—Fr)?H? sint 6+
) :

B's (o s—Fky)*H? (— sin? 6 cos 0)]}(22;2 +2{ B (1 o g +— sin? § cos? 0—|— tg (ke H® -

libﬂ [(I?W‘—kl) (l_cw'—kn) H? sin® 6 cos® 0+, (;—Eky) (ay—kr) H? sin? 6 cos? 6—

w, [ I : 1
e (el r—t) (k) B (2 i acoszo)]}a”“’b T g st 0ty (B

B: —b:L (az—Fn) * (lery,— k) b’:" l:(l?w,—kn)’H’ sin*g+B, (a,—kr)*H? cost 6+
o (o B (2 Dty: ~
B's (o s—kn)*H? (1 Ta sin?® 0 cos? 0)]}<ayg> ) (B24)

-

where the identities bl_ ; sin 6 and 7 _bl cos 6 have been substituted to sunphfy the expressions.
x 2 ¥
Invoking the principle of virtual displacements by differentiating the energy exptession (B24) with respect to each
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of the strains and curvatures and dividing by EH or EH? gives the following expressions for the forces and moments:
o' 1 _ N,

d¢ EH EH

Ay [by b, A : biy .
[1__#%;1 WH/ 1ﬁuAWH/g‘ /b ( s* 0B, sin* 0+B’.Wsm 0cos’0>:| ez-l-[l ts‘ ,2[/ (sm’acos’o—l-

by 0:
B: sin® 6 cos? 6—p’s —— I + sin? f cos? a)] e,—l—{ 1 Ls IcIT W‘/ (kw —k)+6y TZ’Z/ (cy—Fn+

Ay, [bs
“"/ [(k,, —ky) o8t 6-4-Bs (ar—rkr) sint 08 (o/s—E2) <¢sm 8 cos? 0)]}H { —E L ket
Aw [bs
W‘/ [(Icw — k) sin® 8 cos® 048, (ay— ki) sin® 8 cos® 6—p', (a's —km) o5 sm 6 cos® 0>:|}H%D (B25)
v’ 1L _ N,
o EH EH

4 Ay [by Aw [bs
[1_# ts| W./ (sm 6 cos® -+, sin’ Gcoso ﬁ'.H_ sin? 6 cos® 0>:|e,+|:1 F’E“‘“B‘ ?I/yl 12{/ }

AWJ

(m‘ 6+, cost 0+ﬁ’.ﬁ—sm 6 cos? 0)] e,-I-{ —u ls kIT [(k,, — k) sin® 6 cos? 0+
ﬁ, (cts—x) sin? 6 cos? 6—f's (¢/s— kD) <1+ sin? 6 cos® e)]}H { — kn‘l’ﬁz—l'zil/'b—,(az—kn)'*'

A
il /b (kw —kn)+— W'/ [(kw — k) sin* §+8; (e;—Fkn) cos* 8+8": (s —kn) iTs sm g cos? B)J}H% (B26)

7

<

oV 1 M,
o QwER  EE
Er

b AW i ¢
{l_lzg J (kW _kl)"-ﬁr W / ( v—kl)"i'_—_ [(kW '—kI) cost 0+ﬁ: (a.—'kx) sin* 0‘+‘

'y (o s—ky) (—1—_‘_— sin? @ cos® 0)]}e,+{ —” ts kl—r W'/b [(kw —Fky) sin? 0 cos? 6-+Bs (e,—ky) sin® 6 cos® §—

8 Iy [b, Iy [b,
ﬁ'.(a'.—kl)(ﬁ; sin? 0 cos* o)]}w{ﬁ(—ll_—@ () + LALTELA Lo e+1_1#2—tﬁkf+ Al oy — ot

AWF/ b’
H

Ay 5T ~ ‘
8, (a,—lc,)’—[——%/— [(k,,,—kl)ﬂ cost 0B, (ay— ) sint 0-+-8's (o s—)? (1 i# sin? 0 cos? 0)]}H %-p

I Aw [b [ — -
{12 (s )3 w./ 2 gin? § cos® 0 Tl H = ts Ferdes W?H'/ [(kw,—kx) (B —kx) sin® 0 cos? 6+

B, (c—h) (cty—FcD) sin? 6 cos® 0—B's (os—Fo) ('s—hm) (ﬁ sin?  cos? o)]}H %%" ®27)
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AV 1 M,
> S owEHY  EH?
T

027

— Aw b,
={1 Zz Z Fut—— W'/ [(lcw —kxy) 8in® 0 cos® 6B (c— i) sin® 8 cos? 06—, (o' s— ) (———— sin® ¢ cos? 6)]} &t

AW,/b

{ = PN L

B (o s—Ers) (———-— sin? 6 cos? 9)]} &+ { 12(1_,_”2)

AW,/b

Aw b~
(% w,-ku)+—%—/—— [ (B k) sin o=+ (e —hd cost o+

ts IW:/ ol

Vi = 7 sin? 0(:09.2 0+ e Is .

“| () () sin? 0 c08" 6+, (a1 (o) s 6 cos” o—

1s\? IW,/b IW,/,B.

B (s — ) (a's— o) (—— sin? 6 cos? e)]} H

AW,/b AW, /be

Ay [b:
ﬁ (d “kn)2+ W'/ (— W, kn :

Ba(os—kr)? cost 8+ (o s —Fn)? (= sm2 6-cos® 0)]} H %%

The equations for N,, N,, M,, and M, (egs. (B25) to
(B28)) can be written as

-L]};I—‘A:Ex‘{"AaEr‘I‘A (L—ICI)H ‘—J?'—FA.(-; kn)H bg/’ (B29)

N,

EH=A.G,+A,6,+A (&, kI)H +A,(TC, kn)H (B30)

— A Bt et A Bt [ A (B 1) 1TSS

[I:+Ax @s"kl) @:"'kll)]H ) (B31)
ey () et A, () o
Uit 2 r—h) (B~ k)1 T
T o*w
[ A44,(F—k)1H 57 (B32)

where 4,, A, and so forth are given in equations (43) to (54).

In order to identify the desired elastic constants associ-
ated with extension and bending, the foregoing force-
distortion relationships, equations (B29) to (B32), need only
to be put into the form of equations (1), (2), (4), and (5) or
equations (7), (8), (10), and (11).

CONSTANTS ASSOCIATED WITH TWISTING AND SHEARING

The derivation of the formulas for the elastic constants
associated with twisting and shearing is a parallel one to that
308065—50~—=60

2
12(1-—;1’) H B i 0+1—1y2ﬁ3(kn)2+

[(- W, kn) gin* 6-+

(B28)

for the bending and stretching constants.
An element of the in‘tegra]ly stiffened plate which has the

b oy
in some arbitrary plane which is referred to as plane IIT) is
congidered. These prescribed deformations can be effected
by the application of twisting moments of intensity M., and
shearing forces of intensity V., (acting in plane III) to the
element. (See fig. 10.)

If the horizontal shear strain is assumed to vary linearly
through the thickness; the horizontal plane can be found

average prescribed twist === and shear strain ., (measured

b 4
x
2w
My bx
Ny by
\ Myl /
ka\ & — N“?’b)'

e &
2 —_—- Plone I

F1aURE 10.—Shears and moments considered for analysis of twisting
and shearing.
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(m terms of s—— and 'Y,y) which has zero shear strain.

oz Z>3/
This plane is shown in figure 11.

Strains of components of plate.—The extensional strains,
of the longitudinal, transverse, and one of the skew ribs in
their longitudinal directions at their centroids-are

&w,, =0 (B33)
e, =0 (B34)
, O .
W.L—ihlmsm?ﬂ (B35)
The transverse strains of the ribs are
ew,, =0 (B36)
c-w,r=0 (B37)
1= (2= o) s i 20 (B38)
The extensional strains of the sheet are
e, =0 B39) .
&5,=0 (B40)
The twist ab > causes bending of the diagonal ribs. The
curvature of one of these ribs is given by
%;%—-% sin 20 B41)

The curvatures of the longitudinal and transverse ribs are

Zw
v/- ol
(2= ,/
/\7 =
m 1 1/ 4;; ,/
I /(-._ P
by P = =
_22 _— Plane of zero shear strain
6 - Rib centroids

F16urE 11.—Dimensions for analysis of twisting and shearing.
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zero. The shear strain in the skin middle surface is given by

*w
oz oy

The magnitude of the shear strain of the diagonal ribs is
given by

'Yg= —2h 3

(B42)

'-YW‘=2(}L'3 ,H) b“l/ cos 2 (B43)
The shear strain of the z-wise and y-wise ribs is given by
Yo, = 2ol ) s ay (B45)

~ Expressions for the dimensions A’; and h’s,—The following
expressions can be written for the strains in plane III, in
which N, acts and in which v,, is measured (see fig. 10):

, ow
'Y:,=—2(h z"‘ka) m—y (B46)
from which
WimkmH—5 52 B47)
: oz oy
By geometry
h’1=k]7'H'_ hlz (B48)
Substituting for A’y from equation (B47) gives-
W=y, — k) H+3 o2 (B49)

oz oy

Evaluation of strain energy.—The total strain enocrgy can
be written as

=1 fb secd

3 [ 268 A ot [ 268 A 4

e, Bl dats f b0 s 1B, Avy st
0 T

b, seco b: (b,
: ﬁ " 2608, Aoy ot ﬁ fo Y Qlsde dy-+

f f (bx by)z q dxdy% ﬁb'm(%z—?)ﬂmv,ds B50)

In equation (B50) the first term gives the energy of
extension of the skewed ribs in their longitudinal directions;
the second term, the energy of extension of the skewed ribs

- in their transverse directions; the next three terms, the
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energy of shearing of the ribs; and the sixth term, the energy of shearing of the skin. The next term represents the energy of
twisting of the skin, and the last term gives the energy of bending of the skew ribs.

Carrying out the integrations of equation (B50), dividing by b:b,, substituting previously derived expressions, and so
forth, gives

u_ ..
iy

_E 1 1 /AW: 1 ’ AWﬂ AW: s 9 2 2 291 o 1 2 } 2
_5[{2(1+#) ts+2(l+#),8, G, +2(1+#)B, 7 } o 6 cos® §--8, sin? 4 cos 0+B,mcos 20:, AR

—1 1, Aw, 1 Ay, Ay, [ - .
4 (———2(1+#) ts(kInH)'l' 2(1+#) ﬁ z T (a z—km) H—I-m ﬁ ¥ Tz, (a ,—km)H—l—T {(kw,—km)H sin? 9 cos? 0+

. Vo 1 O*w 1
ﬁ,(a,—km)H 8in? § cos? 8+8 ,(a s km)H m cos? 20]}) Yy mg-}- m [

2
1+n

I
4 ”_bi. sin® 6 cos® §4-

4 A
t-EI(I':IJ‘IH)z'i'i ' == (a’z_km)QHLI_i ’1 — (a’y—km)zﬂs"l‘
1+# bl 1+p r

Ay,

- 2 . o . 'y 1 o%w \?
5 {(Icws—-km) H? sin? 6 cos 0+ Bs(ots—Fm)?H? sin? 6 cos? 0-+8s(o' s —lepy) 2 H? PR cos? 20:,}) (Wy) :I B51)

Differentiating the energy expression (B51) with respect to each of the distortions and dividing by EH or EH? gives the
following expressions for the forces and moments:

W 1N,
OV EH EH

_ { Lo toy 1 g Awfb 1 Ayb LA/
-+ H 20+ " " H TaptrTH TR

[sin’ 6 cos? -6, sin? 6 cos? 9 .

’ 1 2 —1. i 1 ’ AWr/b""' ’r_ 1 ’ AWa/b’ ’ 7.
8 P20 Fa 20]} 7"+2<2(1+u)ﬁkm+2(1+y)’3=_*H (o's ’fm)+2(1+#)ﬁr 7 (@ km)+

A /b, - ) )
%/ { (l.:,,,,—lx:m)sm2 6 cos® 0+4-B.(a;—kmy) sin® 0 cos? f?—}—ﬁ',(a,—lcm) 2(1‘}!—#) cos? 20:,}) H a—?ﬁ% (B52)
U 1 _, M, '
w EH* “E*
Fe)
oz dy

—1 ¢ 1, Aw /by 1, Awfb Awfb (=
= (mrzs"mhuﬂ)ﬁ TE by 85 R @kt S { Ermb st 0 cost o

: Ly fb, .
Bi(as—km) 8in? 0 cos? 6467, (o ,—Icm) ,:m cos? 20]}) 7,,-]—(6(%!_#) (%—; 3+4 % sin*g cos? 0+1_'I2_—#% (br)® 4+

Aw [b Aw /b, Aw /b, - .
ﬂz_—”ﬁ'z%’(a,z_km)g_l'%ﬁ’r 2[/ (e y—hery)?-4 TF‘/ {(Icw.—km)z sin® 0 cos? §-}

olw

Bales—krmy)* sin? 0 cos? §4-4',(a’,—ferpy)? [2(1‘:_#) cos? %]})HW (B53)
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The equations for N., and M., (eqs. (B52) and (B53)) can be written as

N bttt 24—l H b’*gy (B54)

M o*w

2 =2 oot 4 (oo 1 55 (B55)

where A.,, %z, and I, are given in equations (46), (50), and (54), respectively.

Equations (B54) and (B55) may readily be put into the form of equations (6) and (3) or (12) and (9) to yield either

the original or the new elastic constants, respectively.

O W N

o
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